PRODUCTFICHE

FICHE PRODUIT HEE(ON

Description Data EFC21

Height (mm) 85

Width (mm) 126

Depth (mm) 32

Fuse rating (amps) (A) 3.15AT

Fail safe (B) Pressure differential switch (PDS) 24V DC (Closed circuit supply)
QOutput to chimney fan (C) 1.8 A/230V (AC3)

Qutput to soleniod valve (SMG) (D) 230V ACmax. 100V A

« Manual reset

Dipswitch options (E) « Post-purge 3 min. period

Set-point running speed (F) Potentiometer on PCB

Supply (G) 230V +/-10%, 50 Hz

Input for external on/off switch (H) 24V DC (Closed circuit supply)

Release out Relay (1) Max. 3 A230V AC/3A 30V DC (Fused: 3.15AT)
Operating temperature -10°Cto 40°C

Degree of protection IP 30

Material ABS

Colour White

CE-Approval No. 0063BN1144 based on EN298 (2003)

Usable with the following chimney fans in this brochure RHG, RSHG, RSVG, RSG
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Pos. | Description Pos. | Description
A Alarm LED K Potentiometer for adjusting the fan speed
B Operating LED L Product ID
C ON/OFF button M External IR-receiver socket (EFC25 only
D FuseT 3,15 A 230V (spare fuse is also N External IR-receiver socket (EFC25 only
included)
E Pressure switch terminal 0 External IR-receiver socket (EFC25 only
F Fan terminal d Air inlet monitoring terminal
G SMG solenoid valve (EFC21 only) Q Air inlet monitoring terminal
H Connection cable R Power supply terminal
| Service mode button S Internal IR-receiver (EFC25 only)
J DIP switch

Unit of measure: mm
Hekon art. : EXH-EFC21
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